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HARDUAE SERVIOES lac.

@ High strength polyethylene film with a
square tear resistant reinforced scrim

& Mil Thickness: 6 mil, 20 mil

@ Includes a durable center seam heat laminated

’ reinforcement band

Weather, mold & mildew resistant sheeting

Q@ @

UV treated for sunlight exposure

Q@

Flame retardant poly meets NFPA 701
Test Method 2
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APPLICATIONS & BENEFITS

Creates a temporary weather enclosure

Used as temporary walls, partitions, covers

Provides a containment for dust, debris & abatement
Increases temporary heating efficiency during winter
Handles well in low temperatures

Allows sunlight to transmit through for lighting
Scaffold & construction building enclosures

Abatement, demolition & remediation containment

FLAME

ROLL SIZE RETARDANT

COLOR ITEM NO.

STRING REINFORCED POLY
SP Series

6 mil 10’ x 100’ Clear NON-FR SP6-10100 50 rolls
6 mil 10’ x 100’ White FR SP6-10100-FR 50 rolls
6 mil 20’ x 100’ Clear NON-FR SP6-20100 24 rolls
6 mil 20’ x 100’ White FR SP6-20100-FR 24 rolls
6 mil 40’ x 100’ Clear NON-FR SP6-40100 12 rolls
6 mil 40’ x 100’ White FR SP6-40100-FR 12 rolls
10 mil 20’ x 100’ Clear NON-FR SP10-20100 15 rolls
10 mil 20’ x 100’ White FR SP10-20100-FR 15 rolls
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